
Safely take a deep breath indoors!

AmbiCube – the mobile room air purifier filters  
airborne viruses, bacteria, pollen and microorganisms 
from the air, all of which has been verified.

High quality, high efficiency, and scientifically 
validated.

AmbiCube – the high performance room air purifier 
from the air pollution control experts

SCIENTIFICALLY 

VALIDATED
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Clean and fresh air indoors

The pandemic is rightly focusing 
public attention on the issue of in-
door air quality. Based on current 
knowledge, 90 percent of those in-
fected become infectious via drop-
lets or aerosols carrying the virus 
and that can remain in indoor air for 
hours. This means that air purifica-

tion units that filter these particles 
from the air help to significantly re-
duce the viral load and thus consid-
erably lower the risk of infection. 

With the AmbiCube, Keller Luft
technik is now launching a product 
that can achieve precisely that. The 

AmbiCube is a compact, flexibly 
suitable room air purifier. Equipped 
with two HEPA filter stages, an 
ePM1 65%* and an H14 filter, it  
removes 99.995 percent of all parti-
cles from the air, including sub 
microscopic viruses, bacteria and 
pollen.

Purifying the air - 
protecting the public

Operation

Contaminated indoor air is captured at 
floor level, is filtered, and exits purified 
through the top of the unit.

The two HEPA filter stages remove 
99.995 percent of all particulates 
from the air. This also applies to 
particles measuring between 0.1 
and 0.3 micrometers.

The AmbiCube is a mobile room air 
purifier that captures polluted in-
door air at the floor level within a 
360° detection radius. The ener-
gyefficient  0.5kW motor transports 
the air to the prefilter stage, where 
it has already been cleaned of 
coarse particulate. The next HEPA 
H14 main filter stage removes even 
tiny particles, ensuring a separation 

efficiency of 99.995 percent. This 
also applies to particles measuring 
between 0.1 and 0.3 micrometers. 
Once the air has passed through the 
second filter stages, it exits through 
the top of the unit.

An air rotation is created by the ver-
tical air flow. The discharged air 
exits the top, flows down along the 

walls to the floor, where it is recap-
tured by the AmbiCube. During this 
cyclical process, the air flow pushes 
airborne particles in the ambient air 
down to the floor level, where they 
are captured and separated by the 
filter.

Superior performance 
officially certified

How efficiently does the AmbiCube 
work, especially against viruses? 
We desired proof and had our air 
purifier tested by researchers at the 
University of Stuttgart. Remarkably, 
the University of Stuttgart used real 
viruses for this test! Their result? 
Successful! The AmbiCube achieved 
a noteworthy 99.982 percent re-
moval of viruses from the air, re-
gardless of the air flow. With the 

AmbiCube, a lower risk of infection 
indoors can therefore not only be 
assumed, but its increased safety 
has been scientifically validated. 

Detailed information on the test 
conducted by the University of Stutt-
gart can be found at www.keller- 
lufttechnik.de/ambicube, as well 
as in the special issue of our cus-
tomer magazine LuftRein.

  *The new designation for the F7 filter is ePM1 65%, according to ISO 16890.

A proof that makes us very proud: 
certification received from the 
University of Stuttgart.

Certification

https://keller-lufttechnik.de/ambicube
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• High performance:  
99.995 percent separation efficien-
cy for particle sizes from 0.10.3 µm 
with the HEPA H14 filter stage

•  Proven safety: Scientifically and 
independently validated by the 
University of Stuttgart as superior, 
tested on real viruses

•  Powerful: Regular operation at 
1,000 m³/h filtration capacity, in 
boost mode up to 1,600 m³/h

•  Silent: Quiet operation with less 
than 50 dB(A) at 1,000 m³/h

• Sturdy and durable: Stable 2 mm 
sheet steel industrial design

• Optimized airflow: 360° detection 
radius at floor level

•  Easy to use: Intuitive operation 
and infinitely variable power, plug
andplay

•  Enduring: 24hour operation 
possible, without overheating

•   Manufactured by experts: 
Longstanding experience in air 
purification since 1903, designed 
and built in Germany

Quality features:

The correct air flow is crucial

Maintenance of the AmbiCube is 
minimal, as it has already been de-
signed for low maintenance. The ab-
sence of failureprone electronics 
means that only the filter cassettes 
require a change. Depending on the 
degree of polluted air and the number 

of operating hours, this exchange 
should be approximately every two 
years. If the AmbiCube is not in con-
tinuous daily use, the filter lifetime 
can be extended substantially.
Maintenance of the AmbiCube can 
be accomplished by customers them-

selves. However, Keller Lufttechnik 
also offers spare parts and service 
upon request, so that customers need 
not incur any additional labor for filter 
changes.

Maintenance

Mobile positioning Due to its 360° coverage, positioning 
the AmbiCube in the center of the 
room is ideal, as this allows all areas 
of the room to be uniformly captured. 
If this is not feasible, the AmbiCube 
can also be placed adjacent to a wall. 
It is then possible to close the slats 

facing the wall, so that air is pulled in 
more powerfully through the remain-
ing three openings.
It is important to always position 
the AmbiCube close to the source 
of the contaminated aerosols, or in 
the immediate vicinity. In order to 

ensure proper coverage for changing 
conditions, the AmbiCube can be re-
positioned at any time with its mobile 
and flexible casters. 

The following table indicates which 
settings are necessary for different 
room dimensions and how many  

units are required to achieve a 4 or 6 
time air exchange rate per hour.

It’s all in the settings!

Spatial 
volume

in m³

4x air puri-
fication per 
hour (m³/h)

Number of
AmbiCubes

required

Setting level 
per

AmbiCube

6x air
purification 

per hour (m³/h)

Number of
AmbiCubes

required

Setting level 
per

AmbiCube

50 200 1 3 300 1 3,5

100 400 1 4 600 1 5

150 600 1 5 900 1 6,5

200 800 1 6 1200 2 5

250 1000 1 7 1500 2 5,75

300 1200 2 5 1800 2 6,5

350 1400 2 5,5 2100 3 5,5

400 1600 2 6 2400 3 6

450 1800 2 6,5 2700 3 6,5

500 2000 2 7 3000 3 7

550 2200 3 5,75 3300 4 6

600 2400 3 6 3600 4 6,5
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Technical Data

Contact Interested in our products? The  
online order form and additional 
information are available at: 
www.keller-lufttechnik.de/ 
ambicube

Or contact us directly at: 
ambicube@keller-lufttechnik.de

We are pleased to assist you and 
provide onsite consulting, includ-
ing equipment demonstrations to 
customers in our vicinity at any 
time. Please do not hesitate to con-
tact us.

There is one crucial factor during 
pandemics: Time! The primary goal is 
to remove aerosols from indoor air 
inside confined spaces as quickly as 
possible in order to significantly re-
duce the risk of infection. Whether in 
schools, daycare centers, business 
offices, meeting rooms or retail es-
tablishments, this is a task that the 
AmbiCube can successfully accom-
plish.

To quickly and efficiently purify air in-
doors, the room dimensions must first 
be defined (length x width x height). 
Then the desired air exchange rate 
must be set. Because of the critical 
time factor, this rate should be be-
tween 4 and 8, so that the entire 
room air is filtered 4 to 8 times per 
hour to significantly reduce the risk of 
infection. 
The AmbiCube is designed for an air 
exchange rate of six, which means 
that the overall air inside the room is 

filtered every 10 minutes. Using a 
sample room with a floor area of  
70 square meters and a height of 2.45 
meters, the AmbiCube with its per-
formance of 1,000 m³/h can match 
and maintain the air exchange rate of 
six. Not every room air purifier is suit-
able for every room. The unit selected 
must not only be correctly sized for 
the room, so as not to provide a false 
feeling of security, but also to ensure 
a sufficient return on investment.

An appropriate solution 
for every room

AmbiCube – the high performance room air purifier 
from the air pollution control experts

AmbiCube
Operating air flow1   m³/h 0... 1000
Suitable room size2  m² up to 70
Motor   kW / V / Hz 0,5 / 230 / 50
1st filter stage ePM1 65%3

2nd filter stage H144

Noise pressure level5  dB(A) < 50
Dimensions  mm 610 x 610 x 1060
Weight  kg 82
Exchange interval of the filters⁶  years up to 2

Price⁷ EUR 3,199

¹ infinitely variable 
² per unit | at 2.40 m room height 
³ new designation for F7 filters: ePM1 65% according to ISO 16890
⁴ H14 tested according to EN 1822 
⁵ in 1 m distance at 1000 m³/h under free field conditions tolerances according to DIN 24166
⁶ Changing interval depends on the particle load 
⁷ Price ex works, plus current VAT in effect 

The online order form and additional information are 
available at: keller-lufttechnik.de/ambicube

Order/Inquiry

http://www.keller-lufttechnik.de/ambicube

