
AmbiCube – the high performance room air purifier 
from the air pollution control experts

Clean and fresh air indoors!

The AmbiCube filters up to 99.995% of all 
contaminants from the air. 

Quiet, highly efficient and rugged!

The AmbiCube pulls in ambient air and 
returns filtered, clean air back into the room
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Air is filled with contaminants, 
though we cannot always feel it 
when breathing. In work zones, it 
can be easier to notice the pollution 
due to the density of particulates in 
the air. Inside offices, homes, and 
stores, however, air pollution 
(bacteria, microorganisms, pollen, 
viruses, etc ) is often undetecable 
by the body. 

Inhaling this air, especially over 
long periods, can cause sickness or 
breathing difficulties. In particular, 
when offices and shops are closed 
up due to weather restrictions, air 
is trapped and recycled with the 
unhealthy particulates building up. 
This means that it is necessary to 
have a system in place to purify the 
air and considerably lower the risk 
of health issues.

Keller’s AmbiCube filtration system 
was designed for such a task. The 
AmbiCube is a compact, flexible 
room air purifier. It is equipped with 
two HEPA filters, an ePM1 65%* 
and an H14. It removes 99.995% of 
all airborne particulate, even 
microscopic viruses, bacteria and 
pollen.

The AmbiCube is a mobile, indoor 
air purifier that operates with a 
360° suction at floor-level (where 
the highest level of contamination 
is located). The eco-friendly motor 
carries air to the pre-filter stage, 
where coarse particles are 
removed. 

Next, the HEPA main filter stage 
collects the smallest particulates,  
ensuring a 99.995% filtration 
efficiency. (Which even applies to 
particles measuring between 0.1 to 
0.3 microns.) 

Once air filters through both stages, 
it is pushed through the top of the 
machine, for recirculation back into 
the local environment. This bottom-
to-top process creates a circular 
airflow throughout the room, 
meaning contaminated air is 
constantly pushed back to the floor 
level, away from the air we breathe.

Reduce air pollution - 
protect people

Operation

The heavier, polluted air is pulled 
in at floor level, and purified air is 
released at the top of the unit. This 
puts clean air right where individuals 
need it most.

The two hanging HEPA filter stages 
remove 99.995% of all particulate 
from the air, even tiny particles 
measuring between 0.1 and 0.3 
micrometers. 

*New designation for the F7 filter: ePM1 65% according to ISO 16890

Mobile positioning Thanks to the 360   degree coverage, 
the installation of the AmbiCube in 
the middle of the room is ideal, as it 
means air at every corner of the room 
can be captured equally well.

Since this is not always possible, the 
AmbiCube  can also be placed on the 
wall. Slats on one side can be closed 
so that the air is only extracted 
through the three open sides.

For greatest efficiency, it is important 
that the AmbiCube is placed in the 
immediate vicinity of where aerosols 
are released. To ensure this, the
AmbiCube can be rolled to a new 
location at any time.
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• Highly efficient filtration:  
99.995% separation efficiency for 
particles measuring 0.1 - 0.3 µm, 
due to HEPA H14 filter

•AmbiCube performance 
independetly tested by the 
University of Stuttgart (Germany)

• Optimized airflow: with 360° 
capturing at floor level

•  Whisper-quiet: Quiet operation 
with less than 50 dB (A) noise at a 
standard 600 cfm (1,000 m³/h) 
airflow

•  Rugged: can be used for 
consistent 24-hour operation 
without overheating 

•  Solid and durable: 2 mm 
industrial strength sheet metal

•  Easy to use: Designed for 
plug-and-play design. Intuitive 
operation with infinitely variable 
power

•  Expert-built: Keller has been a 
leader in the air friltration market 
since 1903

Advantages

The appropriate 
solution for every room

Maintenance

Keller’s AmbiCube is designed for 
an air exchange rate of six times per 
hour. The entire air volume inside the 
room is filtered every 10 minutes. 

This means that since an AmbiCube 
cleans 600 cfm, it is suitable for 
rooms up to a size of about 750 ft² 
(with a room height of 8 ft). If rooms 

are even larger, with higher ceilings, 
or have an unusual layout, several 
units can be easily combined for best 
coverage.

With its simplified design, the 
AmbiCube was made to be low-
maintenance. It is built and tested 
with the highest-quality components 
for reduced electronic failures. 

The only required maintenance is an 
easy change of the filter elements. 
The frequency of filter change 
depends on the degree of particle 
loading as well as the number of 
operating hours regularly used. 

On average, filters are changed-
out roughly every two years. If the 
AmbiCube is not in continuous daily 
operation, the life of the filter can be 
significantly longer.

AmbiCube quantities 
and settings

The following table indicates which 
settings are necessary for different 
room dimensions and how many  

units are required to achieve a 
targeted 4- or -6 time air exchange 
rate per hour.

Spatial 
volume

in ft³

4x air puri-
fication per 
hour (cfm)

Number of
AmbiCubes

required

Setting level 
per

AmbiCube

6x air
purification 

per hour (cfm)

Number of
AmbiCubes

required

Setting level 
per

AmbiCube

1,750 100 1 3 200 1 3.5

3,500 250 1 4 350 1 5

5,300 350 1 5 550 1 6.5

7,000 500 1 6 700 2 5

8,800 600 1 7 900 2 5.75

10,600 700 2 5 1050 2 6.5

12,350 850 2 5.5 1250 3 5.5

14,100 950 2 6 1400 3 6

15,900 1050 2 6.5 1600 3 6.5

17,650 1200 2 7 1750 3 7

19,400 1300 3 5.75 1950 4 6

21,200 1400 3 6 2100 4 6.5
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Technical Data
AmbiCube

Standard Metric
Recommended airflow1  600 cfm  1000 m3/h
Suitable room size2 up to 755 ft2  up to 70 m2

Motor  
0.7hp 

110V / 230V- 1 phase
0.5 kW

110V / 230V- 1 phase
1st filter stage ePM1 65% 3

2nd filter stage H14 4

Noise pressure level5 < 50 dB(A)
Dimensions 24“ x 24“ x 42“ 610 x 610 x 1060 mm
Weight 165 lb 75 kg
Exchange interval of filters6  up to 5 years

1 Infinitely variable (higher airflows may result in greater noise impact)
2 Per unit | at 2.40 m room height 
3 New designation for F7 filters: ePM1 65% according to ISO 16890
4 H14 tested according to European standard EN 1822 
5 in 1 m distance at 1000 m3/h under field condition tolerances according to European standard  DIN 24166
6 Changing interval depends on the particle load 

AmbiCube – the high performance room air purifier 
from the air pollution control experts

The AmbiCube cannot be opened 
without tools and is solidly constructed. 
The stable and sturdy industrial 
design provides  adequate security 
for public spaces and is suitable for 

use inside schools, restaurants, 
cafeterias, offices, fitness studios, 
break-rooms, waiting areas, etc.

Sturdy design is 
particularly useful for 
schools, medical  
practices, restaurants...


